
BALL VALVE 
TYPE: DID
Kogelkraan type: DID
Kugel Hahn Type: DID
Vanne à boisseau type: DID
Valvola a sphera tipo: DID
Válvula de bola tipo: DID

PVC-U METRIC

Flush out secured.
Uitstroom bevEiligd.
Die kugel ist gesichert gegen herausspülen.

Logement du boisseau sécurisé.
Componenti interni della valvola bloccati.
Bola y juntas aseguradas contra arrestre.

TYPE A TYPE B

ART.CODE d1 d2 d3 Z1 Z2 C DN PN TYPE QUANTITY REPLACEMENT KIT

720906  (F) 59 15 52.0 56 84 10 16 A 50 6.40.021

720907 ½  ” (F) 59 15 52.0 56 84 15 16 A 50 6.40.021

720914 ¾  ” (F) 64 20 59.0 57 94 20 16 A 50 6.40.026

720923 1” (F) 73 25 66.0 66 110 25 16 A 50 6.40.033

720930 1¼  ” (F) 86 32 76.0 75 122 32 16 A 25 6.40.041

720938 1½  ” (F) 102 40 102.0 90 150 40 16 A 15 6.40.051

720946 2” (F) 124 50 107.0 102 180 50 16 A 10 6.40.064

720951 2½  ” (F) 151 63 144.0 123 217 65 10 B 5 6.40.075

720956 3” (F) 178.5 75 178.0 143 255 80 10 B 3 6.40.090

720960 4” (F) 215.5 90 214.0 161 307 100 10 B 1 6.40.110
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